[Reg. Docket 107; Amdt. 7-5]

PART 7—ROTORCRAFT AIRWORTHI-
NES5; TRANSPORT CATEGORIES

Miscellaneous Amendments Resulting
From First Airworthiness Review

As a result of the First Federal Avia-
tion Agency Airworthiness Review, the
Ageney published a notice of proposed
rule making affecting several parts of the
Civil Alr Regulations. This notice was
published in the FEDERAL REGISTER (26
FR. 5130) and circulated as Civil Air
Regulations Draft Release No. 61-12
dated June 8, 1961. There are contained
herein amendments to Part 7 of the Civil
Air Regulations which stem from this
First FAA Airworthiness Review.

Interested persons have bheen afforded

an opportunity to express their com-

ments in regard.to the propessl and, in
some cases, the proposal has been mod-
ifled in aceordance with such comments.
The more sighificant amendments being
adopted by the Agency are discussed
herein,

Two changes are heing made which
affect control systems. Section 7.225

now requires manual control systems to’

comply with the provisions of that sec-
tion. Because the word “manual” has
erroneously been construed to limit the
applicability of this section, it is being
amended to make cextain that it applies
to all control systems. The other change
is of an editorial nature, making § 7.226
consistent with the change to Part 6
covering the design of dual flight control
systems.

The present requirements on factors
of safety and inspections for struetural
eastings specify 2 special factor of 2.0
for visual inspection only, and & factor
of 1.25 when 3 sample castings are sub-
jected to radiographic inspection and
strength tests. Section 7.307 is being
amended to provide a series of casting
factors and corresponding test and in.
spection requirements which reflect cur-
rent methods and practices. . In addi-
tion, a minor revision in the format of
this section has heen made from that
which was proposed and the rule now
provides for alternative methods of com-
pliance with the requirements therein.

A revigsion to the note under § 7.332
dealing with shock absorption tests is
being made because it does not reflect
the ground loading conditions for tail-
wheel type landing gear. It was pro-
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posed in Draft Release 61-12 to add a
new § 7.342 setting forth minimum de-
sign standards for hull and float design
of “sea and amphibian type rotorcraft.”
To avoid having the requirement affect
all amphibian rotoferaft, i.e., even those
which have an extremely limited capa-
bility as an amphibian, the proposal has
been confilned in applicability only to
those rotoreraft which are to be approved
for both taking off from and alighting
on water. - The requirement is being set
forth in a new paragraph (¢) under
§ 7.340 rather than as a new § 7.342 be-
cause it is eomcerned with bhuoyancy.
This change necessitates the inclusion
of the word “hulls” in § 7.340.

The upper gisle width specified in

'§7.357(g) has beeh reduced from 20 to

18 inches, for rotoreraft having a passen-
ger seating capacity of 10 or less, on the
basis of. studies indicating that this re-
duction would not adversely affect safe
emergency evacuation. Iowever, a far-
ther reduction of this dimension to 16
inches, as suggested by several interested
persons, has not been justified. Bio-
metric data derived from = general sam-
piing of the civilian population reveals
that & significant percentage of passen-
gers have a stending hip-breadth ex-
ceeding 16 inches, whereas the percent-
age exceeding 18 inches is negligible. A
16-inch upper aisle width, therefore, in-
troduces the probability that a single
passenger may jam the aisle between
seats in the excitement and near-panic
of an emergency evacuation; and, in any
event, movement along the aigle would
be retarded by the awkward sideward
gait which large-hipped passengers must
assume for passage. '

It had been proposed that the optional
provision of § 7.385, which permits the
control of fire once it has started. would
be deleted. Comments made on that
broposal have led to the conclusion that
such an amendment might be unneces-
sarily restrictive and would not he com-
patible with other requirements which
do permit the cgontrol of fire in cargo
compariments and nacelles. Accord-
ingly, presently effective § 7.285 remains
unchanged. Section 7.412 dealing with
fuel line location is being deleted because
§§ 7.358 and 7.385 cover both the ventila-
tion and fire control aspects of §7.412,

Section 7.405(e) currently requires
each gearbox used in the rotor drive sys-
tem of a category A helicopter to he
bench tested for 150 hours. This test
is In addition to a 260-hour endurance
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test required by other provisions of this
part. Because the 200-hour endurance
test is adequate to show the structural
and functional capacity of the gearbox
as an element of the whole helicopter,
the additional test now required by
§ 7.405(e) is not Decessary. Therefore,
the paragraph is being deleted.
Presently effective §§7.413 and 7.416
eover the demonstration of adequate fuel
flow and the selection of unusable fuel
supply. The demonstration iz required
to be conducted with unusable fuel sup-
ply together with the minimum quantity
of fuel necessary for conducting the flow
test, As a result of comment received on
Draft Release 61-12, specifle require-
ments for demonstrations or tests are
being deleted from §% 7.413 and 7.418.
Adequate authority for any ground or
flight tests which might be required con-
tinues to rest in presently effective
§§ 7.15 and 7.16. 'The unusable fuel sup-
ply is defined as that quantity at which
the first evidence of malfunction ccecurs.
This definition is unnecessarily restric-
tive and is not essential to safety since
the rotoreraft is no less girworthy if an
unusable fuel supply is selected as a
quantity which is in excess of that which
would produce & malfunction, Accord-
ingly, the definition of unusable fuel sup-
ply is being revised to make it not less
than the quantity at which the first
evidence of malfunction occurs, the same
as in other airworthiness parts. The
form of § 7.413 is being arranged to make
it consistent with that of corresponding
§ 4b.413 in Part 4b. This change elimi-
nhates the provision that the entire fuel
supply be capable of being utilized under
certain conditions, “insofar as practi-
cable.” Such a requirement is unneces-
sary- even when practicable because a
rotoreraft will contitue to be airworthy
so long ‘as usable fuel can be used re-
gardless of the quantity of unusable fuel.
In addition to the matter of unusable
fuel supply, another duestion has arisen
relating to the flow requirements of
§ 7.413. Section 7.413(¢) presently re-
quires that the available fuel Sow shall
be 150 percent of actusl fuel consump-
tion for gravity sysiems, 0.9 pounds per
takeoff horsepower per hour for. pump
systems, or 125 percent of actual takeoff
fuel eonsumption for pump systems.
These margins are not required to insure
adequate fuel low. Furthermore, a mar-
gin is unnecessary to offset system dete-
rioration because such deterioration is
precluded by preper maintenance, in-




spection, and overhaul. Accordingly,
the presently effective provisions of
paragraph (¢} of §7.413 are being de-
leted. The provisions of paragraph
(b) of §7.416, as proposed, are heing
transferred to a new paragraph (c) un-
der § 7413, as an editorial change, since
the provision for fuel feed belongs more
appropriately in the fuel flow section
than in the unusable fuel supply section.

The presently effective provisions of
§§ 7.414 and 7.430 deal with fuel pumps
and fuel fiow. In consideration of the
changes proposed for § 7.413, these flow
provisions become unnecessarily repet-
itive. Section 7414 is being deleted,
therefore, and all fuel pump require-
ments are being combined in § 7.430 in
a form consistent with other airworthi-
ness parts.

Presently effective § 7.415 also covers
fuel flow rate, relative to transfer sys-
tems, and bases required flow rates on
hersepower output. Since the changes
to § 7.413 eliminate the horsepower basis
for establishing flow rate, § 7.415 is be~
ihg deleted.

Presently effective § 7.438 merely re-
peats the requirement of §'7.604(f) for
& low .fuel warning device. Therefore,
§ 7.438 is being deleted and the defini-
tion of low fuel is being transferred from
the associated note to § 7.604(f).

Section 7.488 requires a fireproof
diaphragm to isolate the engine power
section and all portions of the exhaust
system from the engine accessory com-
partment, unless equivalent protection
can be shown by other means. Fire ex-
tinguishing systems aré required to be
provided in the engine power section, in
the engine accessory section, and in
complete powerplant  comparfments.
Since it is considered that fire extin-
guishing systems are equivalent to a
diaphragm in providing protection, there
is no reason for retaining the provisions
of §7.488. Accordingly, this section is
being deleted. Consistent with this
change, the reference fo §7.488 in
§ 7.487(c) is being deleted and, as pro-
posed, a provision is being added making
the requirements of § 7.487(c) applicable
to .any rotoreraft equipped with a
diaphragm to isolate the engine power
section from the engine accessory
section,

Section 7.604(m) eurrently requires an
oil temperature warning device for gll
rotor drive gearboxes. Because it is
doubtful that such devices would further
safety in the case of small, noncritical
gearboxes of simple design, § 7.604(m) is
being amended to require oil tempera-
ture warning devices only for each main
rotor drive gearbox including those gear-
boxes essential to rotor phasing.

Severzl changes are being made to the
electric system requirements.. Section
7.622(b) is being amended by adding two
provisions which relate to' the. proper
functioning of the generating system
with respect to load equipment. Section
7.624(d) is also being amended in order
to eliminate an unnecessarily restrictive
provision requiring that certain electri-
cal protective devices or their controls

be accessible for resetting in flight. In
addition, a new § 7.627 is being added
which is intended to insure the validity
of electrical system tests under simulated
conditions in the laboratory.

Two changes are being made to the
lighting requirements. Figure 7-2 now
specifies that position light intensity for
angles 40° to 90° above or below the
horizontal be at least 2 candles. Be-
cause this results in an irrational dis-
continuity when related to the other
data. in fizure 7-2, figure 72 ig being
amended to require an intensity of .05
I for these angles.

The current anticellision light require-
ments in § 7.637(a) permit .03 steradians
blockage, In view of recent qualitative
studies, it has been determined that such
a limitation might be unduly restrictive,
Therefore, § 7.637(a) is being amended
to permit 0.5 steradians of obstruction.

Hydraulic system service difficulties
have arisen which affect the proposal to
add a new section, §7.653, concerning
hydraulic system tests, Therefore, the
proposed addition of- the new test re-
quirement Is not being included at this
time. A study of the matfer is being
made outside the framework of this
review.

Part 7 currently does not require the
tail rotor to be marked. Because there
have heen a nhumber of accidents at-
tributable to persons walking info fail
rotors, § 7.738(f) is being added to re-
gquire that tail rotors be marked conh-
spicuously.

Miseellaneous changes of an editorial
or clarifying nature are being made to
§§7.11, 7.308, 7.325, 7.436, 7.447, 7.612,
7.634, 7.642, 7.714, and 7.738. Among the
miscelianeous amendments there is one
to expressly exclude from the provisions
of § 7.11(b) consideration of provisional
type certificates. 'While it was proposed
that this e accomplished by a note, it
now appears that it is more appropriate
to ineclude such a provision within
§ 7.11¢h) rather than as a note thereto.

The proposed revisions to §7.612(a)
(3) and (4), have been withdrawn pend-
mg completmn of a more comprehensive
review of rotorcraft airspeed indicating
system regulations. Furthermore, the
proposed § 7.612(f) (4) requiring two
complete static sir pressure cperating
systems for the required instruments at
the first pilot’s station has been with-
drawn in the licht of comment received.
It has been determined that one such
static air pressure operating system as
presently required is all that is neceg-
sary as a minimum reguirement in the
interest of safety, In addition, while
not proposed, §7.436 is being amended
to delefe redundant and confradictory
requirements, ‘This is in accordahce
with Part 4b requirements and the dele-
tion imposes no additional burden on
any person. ‘

Interested persons have been afforded
an opportunity to participate in the
making of this smendment, and due con«
sideration has been given to all relevant
matter presented.

In consideration of the foregoing, Part
T of the Civil Air Regulations (14 CFR

Part 7, as amended) is hereby amended
as follows, effective May '3, 1962:

§ 7.11 [Amendment]

1. By amending §47.11(b) by adding
al the end of the first sentence the words
“notwithstanding the applicant may
have been -issued & provisional type
certificate”.

§7.225 [Amendment]

2. By amending § 7.225¢a) by deletmg
the words “Manually operated” and in-
serting in lieu thereof “All”.

3. By amending § 7.226 to read as
follows:

§ 7.226 Dual primary flight control sys-
tems.

If a dual primary flight control system
is provided, the system shall be designed
for conditions when the pilots operate
the controls in opposition and in con-
junetion, Individual pilof loads equal to
75 percent of those obtained in accord-
ance with §7.225 shall be applicable.

4, By amending §7.306(c) and the
note to read as follows:

§ 7.306 Material strength properties and
design values.

L] L] * * *

(¢) Values contained in MIL-HDBIX-
5, MIL-HDBE-17 Part I, ANC-17 Part II,
ANC-18, MI-HDBE-23 Part I, and
ANC-23 Part II shall be used unless
shown to be inapplicable in a particular
case.

.NoTE: MIL-HDBE-S, “Strength of Mefal
Alreraft Elements”; M—HDBK 1T, “Rlastics
for Flight Vehicles, Part I—Relnforced
Plastics”; ANC-17, “Plastics for Alreraft,
Part II—Transparent Glezing Materiais”;
ANC-18, “Design of Wood Alrcraft Struc-
tures. , MIL-HDBEK-23, “Composite Con-
struation for Flight Vehicles, Part I—Fabri-
eation Inspection Durability and Repalr’”;
and ANC-23, “Sandwich Construction for
Alrcraft, Part II--Materlal Properties and
Deslgn Criteria”; are published by the De-
partment of Pefense and the Federal Avia-
tion Agency and may be obtained from the
Superintendent of Documents, Government
Printing Office, Washington 25, D.C.

5. By amending § 7.307(b) to read as
follows:

§ 7.307 Speci_al factors.

" * * ] *

(b} Cesting factors. For structural
castings, the factor of safety prescribed
in §7.200 shall be multiplied by the
casting factors specified in subpara-
graphs (1) and (2) of this paragraph.
The prescribed tests and inspections shall

.be in addition to those necessary to es-

tablish foundry gquality control. Cast-
ings shall be inspected in accordance
with approved specifications,

(1) Each casting, the failure of which
would preclude contimied safe flight and
landing of the rotoreraft or which would
result in sertous injury to oceupants,
shall have a casting factor of at least
1.25 and shall receive 100 percenf in-
spection by visual, radicgraphic, and
magnetic particle or penetrant inspection
methods’ or approved equivalent nonde-
structive inspection methods. Where



‘such castings have a casting factor less

than 1.50, 3 sample castings shall be
static tested. The test castings shall
comply with the strength -requirements
of §7.201 at an ultimate load corre-
sponding with & casting factor of 1.25
and shall comply with the deformation
requirements at a load equal to 1.15 times
limit load.

Nore: Examples of castings to which this
subparagraph applies are: structural sttach-
ment fittings; parts of Aight control systems:
control surface hinges and balance weight
attachments; seat, berth, safety belt, dnd
fuel and oil tank supports and attachments;
cabin pressure valves,

(2} For structural castings other than
those- specified in subparagraph (1) of
this paragraph, the casting factors and
inspections shall be in sccordance with
the following table except that it shall
be acceptable to reduce the percentage
of castings inspected by nonvisual meth-
ods when an approved quality control
procedure is established. For castings
procured to a specification which guar-
antees the mechanical properties of the
material in the castinegs and provides for
demonstration of these propeities by test
of coupons cut from castings on a sam-
pling basis, it shall be acceptable to use
a easting factor of 1.0. The inspection
requirements for such eastings shall be
in accordance with those specified in the
following table for easting factors of 1.25
to 1.50, and the testing requirements
shall be in saccordance with subpara-
graph (1) of this paragraph.

Casting factor Inspections

2.0 OT gTeBLeT- —vmmam-m| 100 percent visual,

Less than 2.0 greater | 100 percent visual, and magnetie
than 1.5, particla or penetrant or equiv-

alent nondestructive inspec-

tion methods,

12540 180 oo 100 percent visual, magnetic

pa;{,tcie ]gf penetrant, ﬂng

radicgraphic,- or approve

equlvalent nondestructive in-

spection methods.

(3) Castings which are pressure tested
as parts of a hydraulic or other fluid
system shall not be required to comply
with the provisions of this section unless
such castings support roforcraft struc-
tural loads.

(4) The casting factor need not exceed
1.25 with regard to bearing stresses re-
gardless of the method of inspection em-
rloyed. A casting factor need not be em-
ployed with. respect to the bearing sur-
face of a part if the bearing factor used

- {see paragraph (e) of this section) is

greater than the easting factor,
§ 7.325 [Amendment]

6. By amending § 7.325(a) (4) by de-
leting the expression “ANC-5" and in- -

serting in len therecof “MIL-HDBE-5".
§7.332 IAmendment]

7. By amending § 7.332(a) by inserting
a new définition in the note between
the definitions. of, “W=Wnx" and “h” to
read as follows;

W=Wg for teilwheel units (pounds) equal
to whichever of the {followlng is
critical: . -

(1) . The static weight on the tail-
wheel with the rotoreraft resting on all
wheels, or .

{2) The vertical component of -the
ground reaction which would occur at
the tallwheel assuming the mass of
the rotoreraft acting at the center of
gravity and exerting a force of Ig
downward with the rotorcrafi in the
maximum nose-up attityde considered
in the nose-up landing conditions,
(See §7.246 (b) and (¢).)

3. By amending fhe center heading
preceding §7.2340 to read as follows:
“Hulls and Floats”,

9. By amending § 7.340 by amending
the heading and by adding a new para-
graph (¢) to read as follows:

§ 7.340 Buoyancy.
L ] * * Ll »

(e} If a rotoreraft, constructed with
& hull and auxiliary floats, is t¢ be ap-
proved for both taking off from and
alighting on water, the hull and auxiliary
floats shall be divided into watertight
compartments so that, with any single
compartment flooded, the buoyancy of
the hull and auxiliary floats (and wheel
tires if used) will provide a sufficient
maxrgin of positive stability to minimize
capsizing, (See § 7.741¢e).)

10. By amending § 7.357(2) to read as
+ follows:
§ 7.357 Emergency evacuation,
[ 3 * . * . * L
(g) Width of main aisle. The main

passenger aisle width at any point be-
tween seais shall not he less than the

values in the following table:

Minimmn matn -

ger aisle wmpr_gsen

Passenger sos ca] R

ting capaelty Less than | 25 Inches

25 inches | and more

iromi floor | from floor

Inches Tncher

10 0r1ess. - vueeeeeanmmnnaanas 12 18
1iol19 ____ - 12 20
20 07 MOIC arnmunmmnmmammannman 15 2

§7.405 [Amendment]

11, By deleting § 7.403(e).
§7.412 [Deletion]

12. By deleting § 7.412.

13. By amending § 7.413 o read as
Tollows:

§7.413 Fuel flow.

(g) The fuel system shall provide not
less than 100 percent of the fuel flow
required by the engines when the rotor-
craft is operated under all intended op-
erating conditions and maneuvers.

(b) In determining compliance with
the provisions of paragraph (&) of this
section, the provisions of subparsgraphs
(1) through (4) of this paragraph shall
epbly.

{1) Fuel shall be delivered to the

engine at a pressure within the limits
specified in the engine type certificate.

(2) The quantity of fuel in the tank
being considered shall not exceed the
sum of the amount established as the
unusable fuel supply for that tank, as
determined in accordance with the pro-
visions of §7.416, and whatever mini-
mum quantity of fuel it may be neces-
sary to add for the purpose of de-
termining compliance.

(3) Such main pumps shall be used
as are necessary for each operating con-
dition and airplane attitude for which
compliance is determined and, in addi-
tion, for each main pump so used, the
appropriate emergency pump shall be
substituted. (See § 7.430(h).)

(4) X g fuel flowmeter is provided,
operation of the meter shall be blocked in
determining compliance with this see-
tion and the fuel shall flow through the
meter or its bypass,

(c) If an engine can be supplied with
fuel from more than one tank, the fuel
system shall feed promptly when the
fuel supply becomes low in one tank and
another tank is furned on.

§8 7.414,7.415 [Deletion]

14, By deleting §§ 7.414 and 7.415.
15. By amending §7.416 to read as
follows:

§ 7416 VUnusable fuel supply.

The unusable .fuel supply shall be
selected by the applicant and. shall be
established for each tank as not less than
the quantity at which the first evidence
of malfunctioning pecurs under the most
adverse condition from the standpoint
of fuel feed during all intended opera-
tions and flicht maneuvers involving use
of that tank.

16. By amending § 7.430 to read as fol-

lows:
§ 7.430 Fuel pumps.

(a) Main pumps. (1) Any fuel pump
which is required for proper engine oper-
ation or to meet the fuel system require-
ments of this subpart, except for the
provisions of paragraph. (b) of this sec-
tion, shall he considered a main pump,

-(2) Provision shall he made to permit
fhe bypass of all positive displacement
fuel pumps execept fuel Injection pumps
approved as part of the engine,

Nore: The phrase “fuel injectlon pump™
means & pump which supplies the proper
flow and pressure conditions for fuel in-
Jectlon when such injection Is not accom-
plished In a carburetor. Fuel infection 1z a
special form of carburetion: the charging
of alr or gas with volatile carbon compounds.
It 18 either an Intermiltfent charging of air
by discrete metered guantities of fuel such
g8 ocours in a Diesel cylinder or it 1s a con-
tinuous charging of air by fuel, the fuel flow
being proportloned to the airflew through
the engine. Examples of continuous In-
Jection are Injections into the supercharger
section of a reclprocating engine or tnto the
combustlon chambers of a turbine engine.

&) Emergency pumps. Pumps shall
be provided to permit supplying all




engines with fuel immediately after the
failure of any one main fuel pump except
fuel injection pumps approved as part of
the engine.

. 17. By amending § 7.436 to read as
follows:

§ 7.436 TFuel system drains.

Drainage of the fuel system shall be
accomplished by fuel strainer drainhs and
other drains as provided in § 7.424. The
drains shall discharge clear of all por-
tions of the rotorcraft and shall incor-
porate means for positive locking of the
drain in t{he closed position, either
manually or automatically.

§ 7.43%3 [Deletion]

18, By deleting § 7.438 including the
associated note.

19. By amending §7.447 to read as
follows:

§ 7.447 0il filters.

If the powerplant installation incor-
porates an oil filter (strainer), the filter
shall be constructed and installed so that
ofl will continue to flow at the normal
rate through the remainder of the sys-
tem when the flow of oil through the
filter element is completely blocked.

§ 7487 [Amendment]

20. By amending § 7.487(¢) by delet-
ing from the first sentence the words
“complying with §7.488” and inserting
in leu thereof “to isclate the engine
power section from the engine accessory
section”.

§ 7.488 [Deletion]

21, By deleting § 7.488.

22. By amending § 7.604 by amending
paragraphs (£} and (m) to read as
follows:

§ 7.604 Powerplant instruments.
L * - * *

(f) A warning device to indicate low
fuel in each tank if an engine can be
supplied with fuel! from more than one
tank. The fuel ih any tank shall be con-
gidered to be low if a five-minute usable
fuel supply remains when the rotoreraft
js in the most adverse condition, from the
standpoint of fuel feed from that tank,
whether or not that condition can be
sustained for five minutes.

* Ll - » x

(m) Oil temperature warning device
to indicate when the oil temperature ex-
ceeds a safe value in each main rotor
drive gearbox, including those gearboxes
essential to rotor phasing, having an oil
system independent of the engine oil
system.

23. By a.mendmg § 7.612(0) to read as
follows:

§'7.612 Flizht and navigational instru-

(As published in the

ments,
L - . - L

(£} Duplicate instrument systems. If
duplicate flight instruments are required
by the operating parts of the Civil Air
Regulations (see note under § 7.610), the
provisions of subparagraphs (1) through
(3) of this paragraph shall apply:

(1) The operating system for flight
instruments used by the firs{ pilot, which
are required to be duplicated at other
flight crew stations, shall be completely
independent of the operating system pro-
vided for other flight crew stations,

(2) Only the required flight instru-
ments and duplicates of required instru-
ments provided for use of the first pilot
shall be connected to the operating sys-
tem provided for the first pilot.

(3) - When other than required instru-
ments and. duplicates are connected to
other than the first pilot’s operating sys-
tem, provision shall be made to discon-
nect or isolafe in Aight such other
instruments.

24, By amending § 7.622(h) ’r.o read as
follows:

§ 7.622 Generating system.

- - - *® *

(b) The generating system shall be de-
slgned so that:

(1) The power sources function prop-
erly when independent and when ¢on-
nected in combination;

(2) The failure or malfunectioning of
ANy POWer source cannot create a hazard
or impair the ability of the remaining
sources to supply essential loads:

(3) The system vcltage and frequency
(as applicable) at the terminals of al}
essential load equipment can be main-
fained within the limits for which the
equipment is designed, during any prob~
able operating condition;

(4) System ftransients initisted by
switching, fault clearing, or other causes,
do not render essential loads inoperative,
and do not introduce a smoke or fire
hazard.

25. By amending § 7.624(d) to read as
follows:

§ 7.624 Elecirical protection.
- E ] * * ®

(@) If the ability to reset a circuit
breaker or to replace a fuse is essential
to safety 'in flight, such circuit breaker
or fuse shall be so located and identified
that it can be readily reset or replaced
in flight.

26. By adding a new § 7.627 to read as _

follows:
§ 7.627 Electrical system tesis.

“When laboratory tests of the electrical
system are conducted, they shall be per~
formed on a mock-up utilizing the same
generating equipment complement as in

the rotoreraft. The equipment shall
simulate the electrical characteristics of
the distribution wiring and connected
loads to the extent necessary for valid
test results. Laboratory generator drives
shall simulate the actual prime movers
on the rotorcraft with respect to their
reaction to generator loading, including
loading due fto faults. When the con-
ditions of flight cannot be simulated
adequately in the laboratory or by ground
tests on the prototype rotorcraft, ﬂ1ght
fests shall be conducted.

§ 7.634 [Amendment]

27. By amending § 7.634(a) by deleting
the phrase “of paragraphs (b) and (e)”
and inserting in lien thereof “of para-
graph (b)”,

28. By amending Figure 7-2 by de-
leting the phrase “At least 2 candles”
in the intensity column and inserting
in lieu thereof “0.05 I".

§ 7.637 [Amendment]

29, By amending § 7.637(a) hy de-
leting the number *.03" and inserting
in lieu thereof. “0.5",

§7.642 [Amendment]

30. By amending § 7.642(a) by de-
leting the word “danger” and inserting
in Heu thereof “probability”.

31. By amending § 7.714(¢c) to read as
follows: -

§ 7.7124 Powerplant limitations,

» - L] * L

(e) Fuel grade or specification desig-
nation. The minimum fuel grade for
reciprocating engines or the fuel desig-
nation for turbine engines, required for
the operation of the engine within the
limitations prescribed in paragraphs (a)
and (b) of this section.

32, By amending -§7.738¢b)(1) by
deleting the words “octane number” and
inserting in lien thereof “grade or
designation™.

33. By amending § 7.738 by adding &
new paragraph (f) {o read as follows:

§7.738 Miscellaneous markings and
placards.
* L] * »* *

(f) Tail rotor. The tail rotor shall
be marked so that the rotor disc will be
conspicuous under all normal ground
conditions.

(Secs. 313(a), 601, 608; 72 Stat. 752, 775, 776;
45 U.S.C. 1864(a), 1421, 1438)

Issued in Washington, D.C., on March
217, 1962.

N. E. HALABY,
Administrator.

|F.R. Doc. 62-3089; Filed, Mar. 29, 1962;
8:48 aan.]
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